Handheld & U}

INTRODUCTION




Universal Handheld
Why ?

The NX10 interfaces with several multiprobes:
* YSI®6 series
* YSI® EXQO® series
 HydroTech Compact series
* Hydrolab® series 3, 4, 4A, and 5
* Hydrolab® HL4
* Eureka® Manta
* In-situ ® Aqgua TROLL 200
* And more



More than just a handheld ?

*The NX10 is a full windows 8.1 PC packed
Into an ultra rugged tablet format.

*The NX10 will seamlessly take you from
field work to office work.



Thanks to its special features:

* Physical characteristics: Portability and high performance

* Performance: Not a tablet

* Specs: Born rugged not ruggedized

* Power: Flexibility and ease

« Communication: Ethernet, WIFI, Bluetooth & Data
« Connectivity: Old and new

* Accessories: Goes anywhere



Physical Characteristics

Dimensions: Weigh
275 x 171 x 32 mm 1.3 kg (2.9 Ibs)
(10.8" x 6.7" x 1.2")

Screen:

10.1" Widescreen (1366 x 768)
LED high brightness
MaxView™ technology
Resistive single touch

Ambient light sensor




Performance

Processor: Memory:
Ilmée?al@ég;?/\clli-tﬁozrelglzgflg boost + B DDRS RAM
' ' 128 GB SSD

Operating system:
Microsoft Windows 8.1 Pro
Down gradable to Windows 7 & upgradable to Windows 10



Ingress Protection: IP65

Mil-STD-810G:

* Operating: -20 °Cto 60 °C

« Storage: -40 °Cto 70 °C

* Drops: 26 drops from 1.22 m (4 ft)

Can you do adrop test ?

Protected against a solid object greater
than 50mm such as a hand

Protected against a solid object greater
than 12.5mm such as a finger.

Protected against a solid object greater
than 2.5mm such as a screwdriver.

Protected against a solid object greater
than 1mm such as a wire

Dust protected. Limited ingress of
dust permitted. Will not interfere with
operation of the equipment.

Dust tight. No ingress of dust
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Protected against vertical falling drops
of water. Limited ingress permitted

Protected against vertical falling drops
of water with enclosure tilted up to

15 degrees from the vertical. Limited
ingress permitted.

Protected against sprays of water up to
60 degrees from the vertical. Limited
ingress permitted

Protected against water splashes from
all directions. Limited ingress permitted.

Protected against jets of water.
Limited ingress permitted

Protected against powerful jets of water.
Limited ingress permitted.

Watertight against the effects of
immersion in water between 15¢cm
and 1m for 30 minutes.

Watertight against the effects of
immersion in water under pressure for
long periods



Drop Test




Standard Battery:
5300 mAh

Extended Battery:
10600 mAh
(Same physical size)

Battery Type:
Li-ion battery pack

Hot-swappable




Communications

Wired Lan (Ethernet): 10/100/1000 Mbps

Wireless Lan (WIFI): 802.11ac a/b/g, n
Dual Band 2.4/5 GHz

Bluetooth: Integrated BT v4.0 / v2.1

(Optional)
GSM cellular data:
LTE, HSPA+ (4G), HSPA (3G) & GPRS (2G)




10 Keys total

= Power key
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* Menu key
= 4+1 Navigation/directional keys
» 3X user programmable buttons

» On-screen QWERTY soft keyboard



Connectivity

MIC
- ' Sensor
RG45 LAN
. USB 3.0
Audio out
USB 2.0
SIM Card
Micro SD
RS232
Speaker

HydroTech )




Menu

SCttl ng Devices .
° © Setting:

PC Information
BIOS Ver V112 EC Ver 1080825

HotTab Ver_ 1IB10X_A402 04 = NXlO information

OS Ver . 9520000000W8B

Unas S To e edy O£ = Batteries status
i o = Set brightness
Battery Information WWA
Main  Backup | ot = Set volume
B = Program F keys
100 % High

Devices: Turn any device ON or OFF

f ,c ol I Camera: Quick access to camera

& )

Rotation: Quick access to screen rotation



Accessories

Vehicle dock

Pole mount solution

_ _ External charger
Tactical vehicle mount



Special Features

* Built in regulated 8 volts for powering all multiprobes via
the DB9 connector.

 Menu key for easy and quick access to settings.
* End user programmable keys

* Custom GPS program with GPS trigger
 HydroTerm with automatic data input into forms



GPS Trigger

Custom GPS program that allows:

The end user to customize the

GPS data output form.

GpsTray

Format
HLATH HLATDIRE HLONG} HLONDIR}:

Test

185317.00

302351454

- N

57.3879303

- W

071015

2014-06-05.1

Customize...

1:53 PM
10/7/2015

Automatic insertion of the GPS data
to any form sheet via the keypad.

Format

{LATH {LATDIR} {{TAB} {{LON}} {{ILONDIR}}

Test

TS: 195248.00
LAT: 30.2943656

LATDIR: N

LON: 57.388097

LONDIR: W

SPD: 0.0%9
DS: 071015

2014-06-05.1

Reset

OK

READY

ERT PAGE LAYOUT FORMULAS DATA REVIEW

MR = o5 [FZ Conditional Formatti
Ay ===H- B4 Format as Table -
Mumber
- A - 3= B - [FCell Styles -
P Alignment P Styles
Jr
H | J
GPS
30.2950245 N 97.3880513 W
30.2950125 N 97.388068 W
() 1

H B M



Multiprobes Interface

YSI® 6 Series, HydroTech Compact Series, & Hydrolab 5 Series

* HydroTerm:

Time Temp SpCond Depth pH ODOsat ODO Battery
m/d/y hh:mm:ss C uS/cm meters %

¥%% 1-L0G last sample  2-LOG ON/OFF, 3-Clean optics

10/02/15 17:11:47 24. 828 -0.111 7.60  -31.
10/02/15 17:11:47 24. 828 -0.111 7.60  -31. -
10/02/15 17:11:48 24. 828 -0.112 7.60  -31.
10/02/15 17:11:48 24. 828 -0.112 7.59  -31. | 2 | s
10/02/15 17:11:49 24. 828 -0.112 7.59  -31.
10/02/15 17:11:49 24. 828 -0.112 7.59  -31. el
10/02/15 17:11:50 24. 828 -0.112 7.59  -31.
10/02/15 17:11:50 24. 828 -0.112 7.59  -31. N .

.59 -31.
.59 -31.
.59 -31.
.59 -31.
.59 -31.
.59 -31.
.59 -31.
.59 -31.
.59 -31.
.59 -31.
.59 -31.
.59 -31.

10/02/15 17:11:51 24. 828 .112
10/02/15 17:11:51 24. 828 .112
10/02/15 17:11:52 24. 828 .112
10/02/15 17:11:52 24. 828 .112
10/02/15 17:11:53 24. 828 .112
10/02/15 17:11:53 24. 828 .112
10/02/15 17:11:54 24. 828 .112
10/02/15 17:11:54 24. 828 .112
10/02/15 17:11:55 24. 828 .112
10/02/15 17:11:55 24. 828 .112
10/02/15 17:11:56 24. 828 .112
10/02/15 17:11:56 24. 828 .112

Connected COM3:19200,8N,1| CD CTS DSR BREAK RING | 00:05:58
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Multiprobes Interface

YSI® 6 Series, HydroTech Compact Series, & Hydrolab 5 Series

*HydroTerm:

» Compatible with windows 8.1 and Windows
10

 Bullt In touchpad for easy navigation

* Live data trigger for auto data insertion in a
form

* Instantaneous black/white background for
better visibility



Multiprobes Interface

YSI® 6 Series




KOR-EXO

Hydrolab
Operati..

Manta 2
Contro...

Manuals -
Shortcut

data trigger

This PC - Intel® HD  Tablet PC u-center Moulla
Shortcut Graphic..  Seftings... Rudec DC Firefox

’

Hydras3LT

NX10 2015
HydroTech

TPElNDR

Recycle Bin

HotTab

AT
LATDIR
LON
LONDIR
PD

VAR
VARDIR

B - ave

138 PM
w205




Multiprobes Interface

YSI® EXO®




P RPENSLDD

RecycleBin  ThisPC-  Intel® HD  Tablet PC u-center Acrobat Mozilla HotTab
Shortcut Graphic... Settings... Reader DC Firefox

J=

KOR-EXO  Hydroterm

oTT
| #] [

Hydrolab  Hydras3LT
Operati...

s
LAT
LATDIR
LON 3
LONDIR. W
SPD 60X
IC
5 DS
Win-Situ 5 o=
Plus S—

VARDIR

Manuals -  NX10 2015
Shortcut  HydroTech

data tngger

- ~ MY 208 PM

10/1172008




Multiprobes Interface

Hydrolab 5 Series




T oER DR

RecycleBin  ThisPC - Intel® HD  Tablet PC u-center Acrobat Mozilla HotTab
Shortcut Geaphic... Settings... Reader DC Firefox

|
-

Hydroterm

1S

LAT

LATDIR

LON

LONDIR
WD

Tt

ns

VAR

VARDIR

Weasune the Difference

N . s LS2PM
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Multiprobes Interface
Hydrolab HL4



Hydrolab Operating Software

Hydrolab | Hydras3LT
Operati

B 015
HydroTech

data tnigger
test

10/112015
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Multiprobes Interface
Eureka Manta



P ENS DD

RecycleBin  ThisPC - Intel® HD  Tablet PC u-center Acrobat Mouzilla HotTab
Shortcut Graphic..  Settings... Reader DC Firefox

e

KOR-EXQO  Hydroterm

T
;

Hydrolab Hydras3LT
Operat.

Win-Situ 5
Plus

2 INX10 2015
Shortcut HydroTech

3

data trigger
test

ma 2 48 =i
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3 Multiprobes at the same time
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Cond uS/cm
SpCond puS/cm
TDS mg/L

Sal psu

nLF Cond pS/cm
ODO % sat
ODO mg/L
Press psi a

pH

pH mV

ORP mV

ORP raw mV
Depth m
Cable Pwr V
Battery V




Converters

Converter for YSI® 6 Series Converter for YSI® EXO® Converter for Hydrolab ® HL4

No converters needed for:
» The HydroTech Compact Series,
= The Hydrolab® 4A /5 Series
* The Eureka® Manta



Thank you

HydroTech

http://www.hydrotechzs.com



http://www.hydrotechzs.com/

